(Adopted December 21, 2001)(Amended April 7, 2006)

RULE 1178. FURTHER REDUCTIONS OF VOC EMISSIONS FROM

(@)

(b)

(€)

STORAGE TANKSAT PETROLEUM FACILITIES

Purpose
The purpose of this rule is to further reduce eiorss of volatile organic
compounds (VOC) from storage tanks located at [gtno facilities.

Applicability

The rule applies to all aboveground storage tahbs lhave capacity equal to or
greater than 75,000 liters (19,815 gallons), aselis store organic liquids with a
true vapor pressure greater than 5 mm Hg (0.1gsplute under actual storage
conditions, and are located at any petroleum fgdihat emits more than 40,000
pounds (20 tons) per year of VOC in any emissimembory year starting with the

emission inventory year 2000.

Definitions

For the purpose of this rule the following defiaits shall apply:

(1) ACCESS HATCHis an opening in the roof with a vertical well aad
cover attached to it. Access hatch provides pas$ag workers and
materials through the roof for construction or nb@mance.

(2) AMBIENT TEMPERATURE is the temperature of an orgadiquid
within a storage tank that has been influencedtimospheric conditions
only and is not elevated by a non-atmospheric mefhsating at the tank
which includes but is not limited to steam, hot evatheaters, heat
exchangers, tank insulation, or tank jacketing.

3) CERTIFIED PERSON is a person who has successfualiyipteted the
District tank self-inspection program and a Didtrapproved fugitive
emissions compliance inspection program, and whdsha certificate
issued by the Executive Officer evidencing thathsperson is in good
standing in this program.

(4) CONTINUOUS SEAL is a seal that forms a continuolssuare that
completely covers the annular space between theovile storage vessel
and the edge of the floating roof. A continuousl seay be a vapor-
mounted, liquid-mounted, or metallic shoe sealcoAtinuous seal may be
constructed of fastened segments so as to formtmaoous seal.
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(5)

(6)

(7)

(8)

9)
(10)

(11)

(12)
(13)

(14)

DOMED ROOF is a self-supporting fixed roof attachiedthe top of an
external floating roof tank to reduce evaporativgsks.

EMISSION CONTROL SYSTEM is a combination of captsestem(s)
and control equipment used to recover, reduce, vena control the
release of VOC to the atmosphere. Such equipnmehides, but is not
limited to, absorbers, adsorbers, compressors, etmaals, incinerators,
flares, boilers, and process heaters.

EMISSION INVENTORY YEAR is the annual emission-refiog period
beginning from July 1 of the previous year throuyme 30 of a given
year. For example, emission inventory year 200@the period from
July 1, 1999 through June 30, 2000.

EXTERNAL FLOATING ROOF TANK is a storage tank with roof
consisting of a double deck or pontoon single delich rests or floats on
the liquid being contained.

EXEMPT COMPOUNDS are as defined in Rule 102.

FACILITY is any equipment or group of equipment other VOC-
emitting activities, which are located on one orencontiguous properties
within the District, in actual physical contact separated solely by a
public roadway or other public right-of-way, ane awned or operated by
the same person (or by persons under common cpntmolan outer
continental shelf (OCS) source as determined inCER Section 55.2.
Such above-described groups, if noncontiguous,cbunected only by
land carrying a pipeline, shall not be considened facility.

FIXED ROOF SUPPORT COLUMN AND WELL is a column madge
round pipe or of structural shape with an irregalass section that passes
through the floating roof via a peripheral verticaéll and is used to
support the roof of an internal floating roof tank.

FIXED ROOF TANK is a storage tank with a permangatffixed roof.
FUEL GAS SYSTEM is the piping and control systenattlgathers
gaseous stream(s) generated by onsite operatiodstransports the
gaseous stream for sale or for use as fuel gasnnbastion devices, or in-
process combustion equipment such as furnaces andugbines, either
singly or in combination.

GAUGE FLOAT is a device that is used to intkcghe level of liquid
within the tank. The float rests on the liquidfage and is housed inside a
well that is closed by a removable cover.
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(15)

(16)

(17)

(18)

(19)

(20)

(21)
(22)

(23)

(24)

GAUGE HATCH/SAMPLE PORT is an opening in tloof that provides
access for gauging or sampling. A gauge hatch/sapmrt is usually
equipped with a closing cover or a funnel andfslitic seal to cover the
opening.

GUIDEPOLE is an anti-rotation device thatiietl to the top and bottom
of the tank, passing through a well that is equibp&h a sliding cover.
The guidepole is used to prevent adverse movemenheo roof and
subsequent damage to the roof fittings and rimssealas access for level
gauging or sampling of the liquid stock. The gpiole can be solid or
equipped with slots or holes for gauging purpose.

INTERNAL FLOATING ROOF TANK is a storage tamquipped with a
fixed roof and a floating roof which rests on tiguld being contained.
LADDER AND WELL is a ladder that passes thrbwgwell, and is used
to access the tank bottom of an internal floatoaf tank.

LIQUID MOUNTED PRIMARY SEAL is a primary se#hat is mounted
in full contact with the liquid in the annular spabetween the tank shell
and the floating roof.

MECHANICAL SHOE PRIMARY SEAL is a metallic bdnattached to
the floating roof sliding in contact with the taskell. The shoes are
supported and held against the tank shell by a amchl device, and are
joined together to form a ring. The vapor spadsvben the shoe and the
roof is sealed from the atmosphere by a primary skeaoated or VOC
impervious fabric.

ORGANIC LIQUID is any liquid containing VOC.

PETROLEUM FACILITY is any facility primarily mgaged in the
production, refining, storage, transfer or disttibn of crude petroleum or
petroleum products as defined in the Standard tndu€lassification for
crude petroleum and natural gas (SIC code 131trplpam refining (SIC
code 2911), petroleum bulk stations and termin&8I€ (code 5171), or
other related industries (e.g., SIC codes 4226248813, 4923 and 5541).
POLE FLOAT is a device located inside a gualepthat floats on the
surface of the stored liquid, and is used to irtéiche liquid level inside
the tank.

POLE SLEEVE is a device that extends fromegithe cover or the rim of
an opening in a floating roof deck to the outefae of a pole that passes
through the opening.
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(25)

(26)

(27)

(28)

(29)

(30)

(31)

(32)

(33)

POLE WIPER is a seal that extends from eithercover or the rim of an
opening in a floating roof deck to the outer suefat a pole that passes
through the opening.

PRESSURE-VACUUM VENT is a vent that is usedmaimize tank
emissions due to breathing effects.

PRIMARY SEAL is a seal mounted below a secondaal of a rim seal
system that consists of two seals. A primary sehich is in contact with
the floating roof tank shell, can be either mecbalnshoe, resilient filled,
or wiper type.

RESILIENT FILLED PRIMARY SEAL is an envelopédléd with resilient
foam (non-metallic polyurethane) mounted at the ointhe floating roof
that makes contact with the shell. A resilienetil nonmetallic primary
seal can be liquid-mounted or vapor-mounted.

RIM MOUNTED SECONDARY SEAL is a secondary seabunted on
the rim of the floating roof of a storage tank. MRmounted secondary
seals are effective at reducing losses from thragoy seal fabric.

RIM SEAL SYSTEM is a closure device betweea $hell of the storage
tank and the floating roof edge. A rim seal systa@ay consist of two
seals, one above the other. The lower seal isregf¢o as the primary seal
and the upper seal is referred to as the secosdaty

RIM VENT is a device consisting of a weightzllet that rests on a valve
seat. Rim vents are used to release any excessupeeor vacuum present
in the vapor pocket between the seal and the rem af a floating roof
tank.

ROOF DRAIN is a drain on the roof of a flogtiroof tank that is used to
remove rainwater from the floating roof. There an® types of roof
drains. A closed roof drain removes the rainwétan the surface of the
roof through a flexible hose through the storeditigprior to exiting the
tank. With a closed roof drain, the rainwater daes come in contact
with the liquid stored in the tank. An open rooéid is any drain other
than the closed roof drain. An open roof draintyigically used only
during an emergency.

ROOF LEG is a device that holds the floatiogfrat a predetermined
distance from the tank bottom to allow for tankaclemg or repair. There
are two types of roof legs, adjustable or fixedxeH legs are attached to
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(34)

(35)

(36)

(37)

(38)

(39)

(40)

(41)

(42)

the floating roof or hangers suspended from thé, nwbereas adjustable
legs pass through a well or sleeve, and penetratsobf.

ROOF OPENING is any opening through a floationgf of a storage tank
for any roof fitting including but not limited tocaess hatch, fixed roof
support column and well, gauge float, gauge haample port, guidepole,
ladder and well, rim vent, roof drain, roof leg,davacuum breaker, and
excluding rim seal system.

SECONDARY SEAL is a seal mounted above thenary seal of a rim
seal system that consists of two seals. Seconskms can be shoe
mounted or rim-mounted.

SHOE MOUNTED SECONDARY SEAL is a secondaryl seaunted on
the primary mechanical shoe. Shoe mounted secpsdats are effective
at reducing vapor losses from the gaps betweeshbe and the tank shell.
SLOTTED GUIDEPOLE is a guidepole that hassstmt holes through the
wall of the guidepole. The slots or holes allow #tored liquid to flow
into the pole at liquid levels above the lowestrapiag level.

STORAGE TANK is a stationary aboveground comathat has capacity
equal to or greater than 75,000 liters (19,81500a8) and is used to store
organic liquids with a true vapor pressure grettan 5 mm Hg (0.1 psi)
absolute under actual storage conditions.

TRUE VAPOR PRESSURE is the vapor pressure bfd at actual
storage conditions.

VACUUM BREAKER is a device used to equalize tbressure of the
vapor space across the deck as the floating roeither being landed on
or floated off its legs. A vacuum breaker consddta well with a cover.
Attached to the underside of the cover is a guildgdlong enough to
contact the tank bottom as the floating roof isngelanded. When in
contact with the tank bottom, the guided leg meudadly lifts the cover
off the well.

VAPOR MOUNTED PRIMARY SEAL is a primary sedidt does not
come in contact with the liquid in the annular sphetween the tank shell
and the floating roof.

VAPOR TIGHT CONDITION is a condition that etgswhen the reading
on a portable hydrocarbon analyzer is less than &ls per million
(ppm), expressed as methane, above backgrounduredassing EPA
Reference Method 21.
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(d)

(43)

(44)
(45)

(46)

VISIBLE GAP is a gap of more than 1/8 inchvibe¢n any gasket or seal
and the opening that it is intended to seal. Vesimp for primary and
secondary seals is a gap that does not meet theaemnts specified in
subdivision (d).

VOLATILE ORGANIC COMPOUNDS (VOC) as defined Rule 102.
WASTE STREAM TANK is a storage tank containing edt 75% water
by volume, and some liquid waste stream generatesl ianner which
contains petroleum liquid, emulsified oil, VOC other hydrocarbons.
For the purpose of this rule, waste stream tangisidle waste water tanks
and recovered oil (or slop oil) tanks.

WIPER PRIMARY SEAL is a continuous annular blade fte#xible
material (e.g. rubber, urethane, or foam filledjtéaed to a mounting
bracket on the deck perimeter that spans the anmuta space and
contacts the tank shell. A wiper seal system maysist of a single
primary seal, or dual (multiple) seals where orsed semounted above the
other.

Requirements

(1)

External Floating Roof Tanks

(A)  No later than July 1, 2003, the operator ofeaternal floating roof
tank containing organic liquids having true vapoegsure of less
than 3 psia at any petroleum facility with annu&& emissions

exceeding 40,000 Ibs (20 tons) for emission inwgny@ar 2000

shall:

0] Equip each access hatch and gauge float wétl aicover
that is gasketed and bolted. The cover shall &sed at all
times, with no visible gaps, except when the hatckvell
must be opened for access.

(i) Equip each gauge hatch/sample well with a cabat is
gasketed. The cover shall be closed at all timey no
visible gaps, except when the hatch or well mustiEned
for access.

(i)  Gasket or cover each adjustable roof leghwda VOC
impervious sock at all times when the roof is fiogt

(iv) Gasket each rim vent. Rim vents shall be etbsit all
times, with no visible gaps, when the roof is flogf and
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(V)

(vi)

(vii)

(viii)

(ix)

(x)

(xi)

(xii)

(xiii)

(xiv)

(Amended April 7, 2006)

shall be set to open only when the roof is beiogtéd off
the roof leg supports or when the pressure berthathim
seal exceeds the manufacturer's recommended setting
Gasket each vacuum breaker. Vacuum breakett Is&
closed at all times, with no visible gaps, when tbef is
floating; and shall be set to open only when thef rig
being floated off or is being landed on the rogf $eipports.
Equip each open floating roof drain with a t&tol
membrane fabric cover or other device with an esjaivt
control efficiency that covers at least 90 peradrthe area
of the opening.

Equip each unslotted guidepole well with sketed sliding
cover and a flexible fabric sleeve or wiper.

Equip each unslotted guidepole with a gaskietover at the
end of the pole. The cover shall be closed atra#s, with
no visible gaps, except when gauging or sampling.
Equip each slotted guidepole with a gasketedec, a pole
wiper and a pole sleeve. The pole sleeve shatixbended
into the stored liquid.

Equip each slotted guidepole having a poletfla@gh a
gasketed cover, a pole wiper, and a pole float wipkhe
wiper or seal of the pole float shall be at or abthe height
of the pole wiper.

Cover each slotted guidepole opening with skgted cover
at all times, with no visible gaps, except when tlwer
must be opened for access.

Maintain the pole float in a condition suchat it floats
within the guidepole at all times except when itsinbe
removed for sampling or when the tank is empty.
Except for vacuum breakers and rim ventsswge that each
opening in the external floating roof shall provide
projection below the liquid surface.

Except for vacuum breakers, rim vents, rdddins, and leg
sleeves, equip all other openings in the roof &itiasketed
cover or seal which is closed at all times, withvigible

1178-7



Rule 1178 (Cont.)

(B)

(Amended April 7, 2006)

gaps, except when the cover or seal must be opfmed
access.

No later than July 1, 2003, the operator okaternal floating roof
tank containing organic liquids having true vapoegsure of less
than 3 psia at any petroleum facility with annu&& emissions
exceeding 40,000 Ibs (20 tons) for emission inwgny@ar 2000
shall equip the tank with a rim seal system meetirggfollowing

requirements:

(i)

(ii)

(iii)

(iv)

(v)

(vi)

The primary seal shall be a mechanical shodiaurid
mounted.

The secondary seal shall be rim mounted arall stot be
attached to the primary seal.

Gaps between the tank shell and the prinsagl shall not
exceed 1.3 centimeters (1/2 inch) for a cumuldewgth of
30 percent of the circumference of the tank, ar@R O.
centimeter (1/8 inch) for 60 percent of the circarehce of
the tank. No gap between the tank shell and thaapy
seal shall exceed 3.8 centimeters (1-1/2 inche®§jo
continuous gap between the tank shell and the pyisesal
greater than 0.32 centimeter (1/8 inch) shall edc&é
percent of the circumference of the tank.

Gaps between the tank shell and the seconskeay shall
not exceed 0.32 centimeter (1/8 inch) for a cunndat
length of 95 percent of the circumference of thektaNo
gap between the tank shell and the secondary bedll s
exceed 1.3 centimeters (1/2 inch).

Mechanical shoe primary seals shall be insladle that one
end of the shoe extends into the stored organwdignd
the other end extends a minimum vertical distarfcél1o
centimeters (24 inches) above the stored organigidi
surface.

The geometry of the shoe shall be such thatnfaximum
gap between the shoe and the tank shell is noeyrden
double the gap allowed by the seal gap criteri@ipd in
clause (d)(1)(B)(iii) for a length of at least 4éntimeters
(18 inches) in the vertical plane above the licgudace.

1178-8



Rule 1178 (Cont.)

(©)

(vii)

(viii)

(ix)

(x)

(xi)

(Amended April 7, 2006)

The primary seal envelope shall be made awdd for
unobstructed inspection by the Executive Officemgl its
circumference. In the case of riveted tanks wékilient
filled primary seals, at least eight such locatishsll be
made available; for all other types of seals, astiour
such locations shall be made available. If thechbee
Officer deems it necessary, further unobstructegention
of the primary seal may be required to determirestal's
condition along its entire circumference.

The secondary seal shall be installed in aywhat permits
the Executive Officer to insert probes up to 3.8ticeeters
(1-1/2 inches) in width to measure gaps in the annseal.
There shall be no holes, tears or openinghénsecondary
seal or in the primary seal envelope surroundiegatimular
vapor space enclosed by the roof edge, seal fahnd,
secondary seal.

Except during the preventive maintenance, repar
inspection periods specified in subdivision (f) afgl of
this rule that do not exceed 72 hours with pridtifioation
to the Executive Officer, both the primary seal ahd
secondary seal shall cover the annular space bettinee
external floating roof and the wall of the stordgek in a
continuous fashion, with no visible gaps.

The operator shall use a rim seal systemithatentified on
the current list of seals approved by the Execubiicer.
The operator requesting the use of an alternatimeseal
system shall submit a written application including
emission test results and analysis demonstratiag ttie
alternative rim seal system is better in perforneagucd has
a rim seal loss emission factor that is less thaeqoal to
the current design.

No later than July 1, 2003, in lieu of complyirwith the
requirement of no visible gap in subparagraph J@N1 the
operator of an external floating roof tank shallimen all roof
openings in a vapor tight condition at all timescept during
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preventive maintenance, repair, or inspection plerigpecified in
subdivision (f) and (g) of this rule.
(2) Domed External Floating Roof Tanks

(A) Phase I: The operator at any petroleum fgcWitth annual VOC
emissions exceeding 40,000 Ibs (20 tons) for eomssiventory
year 2000 shall install domed roofs on all exterit@hting roof
tanks that contain organic liquids having true vapoessure
greater than or equal to 3 psia as reported itireial Emissions
Report pursuant to Rule 301 - Permit Fees for thesson
inventory year 2000 according to the following siie:

0] At least 1/3 of the tanks subject to this psion by
January 1, 2004,

(i) At least 2/3 of the tanks subject to this psion by
January 1, 2006;

(i)  All tanks subject to this provision by Jamyd., 2008.

(iv) As an alternative to clauses (i) through (iapove, an
operator may submit a compliance plan demonstrakiag
75% of the tanks subject to this provision have éem
installed by December 31, 2006, and 100% of sunksta
shall have domes installed by December 31, 2008e T
Executive Officer shall approve any plan which
convincingly demonstrates compliance and may impose
conditions of approval necessary to assure congsiaithe
operator shall comply with all provisions and cdiafis of
an approved plan.

(B) Phase II: For additional external floating raahks that are not
identified under Phase | but contain organic ligulthving true
vapor pressure greater than or equal to 3 psie@wted in the
Annual Emissions Report pursuant to Rule 301 - Refees for
any emission inventory year after 2000, the opematm is subject
to Phase | shall comply with the requirements d@ekiin
subparagraph (d)(2)(A) no later than two yearsrafftecoming
subject to the rule. In those cases where the weo-pgeriod falls
within Phase |, the operator shall complete théaltagion of the
domes on all Phase Il tanks by no later than Jgn,a2010, or
December 31, 2010 if choosing to comply with thieralative in
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(©)

(D)

(E)

(F)

(G)

(Amended April 7, 2006)

clause (d)(2)(A)(iv). The applicability and conapice verification
of waste stream tanks and recovered oil tanks dleabased on a
monthly average true vapor pressure greater thaqual to 3 psia.
The monthly average true vapor pressure of wastarst shall be
determined based on at least one representativeles@ammultiple
samples collected from the top surface layer thaioi deeper than
6 inches at a frequency committed to in writing thg affected
facility no later than January 1, 2003. The fagiBhall monitor
and keep records of sampling results and monthbrage true
vapor pressures on site and make them availaltleet@&xecutive
Officer upon request.
In lieu of complying with the requirements iubparagraph
(d)(2)(B), the operator who is subject to Phadsallsaccept permit
conditions to limit the true vapor pressure of thrganic liquids
stored in the tanks to lower than 3 psia by theadrithase I.
The operator of a domed external floating roof tah&ll equip and
maintain all roof openings in accordance with tipecsications
listed in subparagraph (d)(1)(A) by the applicatenpliance date
in subparagraph (d)(2)(A) and (d)(2)(B).
The operator of a domed external floating roof tah&ll equip the
tank with a rim seal system consisting of a prinerg a secondary
seal meeting the specifications listed in subpagr(d)(1)(B) by
the applicable compliance date in subparagraph@)(d4) and
(d)(2)(B).
The operator shall ensure that the concentratiarganic vapor in
the vapor space above a domed external floatin§) sball not
exceed 30 percent of its lower explosive limit (DEbhy the
applicable compliance date in subparagraph (d)(2)@kd
(d)(2)(B).
The operator shall submit to the Executive Offi@erannual status
report including at a minimum all of the following:
0] A list of all external floating roof tanks sudgt to the
requirement in subparagraphs (d)(2)(A) and (d)(R)(B
(i) A general description of each tank includingfarmation
such as tank identification, District permit number
District device identification, tank type, tank eapy, type
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of liquid stored, and if applicable, number of eg@ntative
samples, frequency of sampling, averaging methed ts
determine the monthly average true vapor presdunaste
stream or recovered oil tanks, and the results.

(i) A compliance status for each tank; and

(iv)  An estimated compliance date for each extefffadting
roof tank that is not yet in compliance with thgueement
in subparagraph (d)(2)(A) and (d)(2)(B).

3) Internal Floating Roof Tanks

When an internal floating roof tank is scheduled &mptying and

degassing, but no later than January 1, 2007, pleeator of an internal

floating roof tank at any petroleum facility witmraual VOC emissions
exceeding 40,000 Ibs (20 tons) for emission inwgngear 2000 shall:

(A)  Equip each fixed roof support column and wellhaa sliding cover
that is gasketed or with flexible fabric sleeves;

(B) Equip each ladder well with a gasketed covédre Tover shall be
closed at all times, with no visible gaps, excepemwthe well must
be opened for access;

(C) Equip and maintain other roof openings accagdito the
specifications listed in subparagraph (d)(1)(Ajd{1)(C);

(D)  Equip the tank with a rim seal system consgsbheither a primary
seal, or a primary and a secondary seal meetingggeifications
listed in subparagraph (d)(1)(B), with the exceptiof a
mechanical shoe primary seal which shall have enkextend a
minimum vertical distance of 15 centimeters (6 gshabove the
liquid surface and the other end extend into theidi a minimum
of 10 centimeters (4 inches); and

(E) Ensure that the concentration of organic vapahe vapor space
above the internal floating roof shall not exce@dp&rcent of its
lower explosive limit (LEL) for those installed prito June 1,
1984 and 30 percent of its LEL for those instal&ter June 1,
1984.

(4) Fixed Roof Tanks

(A)  No later than January 1, 2007, the operatoa 6ked roof tank at
any petroleum facility with annual VOC emissionscesding
40,000 Ibs (20 tons) for emission inventory yead@@hall equip
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(5)

each fixed roof tank containing organic liquids lwirue vapor

pressure greater than 0.1 psia with an emissiortradogystem

meeting the following requirements:

0] The tank emissions are vented to an emission dontro
system with an overall control efficiency of at4e85% by
weight or the tank emissions are vented to a fued g
system.

(i) Any tank gauging or sampling device on a tank shall
equipped with a vapor tight cover which shall besed at
all times, with no visible gaps, except during gaggor
sampling. The roof of such tank shall be properly
maintained in a vapor tight condition with no holesars or
uncovered opening.

(i)  All openings on the roof shall be properly instdlland
maintained in a vapor tight condition at all times.

(iv)  The operator shall equip each fixed roof tank \ithssure-
vacuum vents that shall be set to the lesser of béBaw
the maximum allowable working pressure of the @o®.5
psig.

(V) The operator shall maintain pressure-vacuum vemts i
vapor tight condition at all times except when dperating
pressure of the fixed roof tank exceeds the matwiacs
recommended setting.

(B) In lieu of complying with the requirement in lgaragraph
(d)(4)(A), the operator may choose to convert thed roof tank to
an external floating roof tank or an internal fiagt roof tank
meeting the requirements specified in paragrapti)ay (d)(3).

The operator of any petroleum facility with amah VOC emissions

exceeding 40,000 Ibs (20 tons) for any emissioemntory year subsequent

to 2000 reporting pursuant to Rule 301 — Permisiall:

(A) Comply with the requirements for external flogt roof tanks
specified in paragraph (d)(1) no later than one wf@r becoming
subject to this rule.

(B) Comply with the requirements for domed exterfiahting roof
tanks specified in paragraph (d)(2) no later themyears after
becoming subject to this rule. Any external flogtroof tank that
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(€)

(f)

(6)

later becomes subject to this requirement baseahgrsubsequent
emission inventory year, shall comply with the neguents in

paragraph (d)(2) no later than two years after bm#cQ subject to

this rule.

(C) Comply with the requirements for internal fiogt roof tanks
specified in paragraph (d)(3) when the tanks ateecaled for
emptying and degassing, but no later than fivesyatier becoming
subject to this rule.

(D)  Comply with the requirements for fixed roof kanspecified in
paragraph (d)(4) no later than five years afterob@ng subject to
this rule.

The operator of all tanks for which a permitctanstruct and operate has

been issued by the Executive Officer on and adeudry 1, 2002 for new

construction shall comply with the requirementswabdivision (d).

Identification Requirements

(1)

(2)

The operator shall permanently identify all Kensubject to the
requirements of this rule by a visible sign thatlules the tank number,
on the outside wall of the tank for inventory, iaspon and record
keeping purposes.

The operator shall notify the Executive Offiadrany change(s) in tank
identification.

Monitoring Requirements

(1)

(2)

External Floating Roof Tanks

To demonstrate compliance with paragraph (d)(B,aperator shall have

a certified person conduct the following in accor@awith the procedures

and guidelines specified in Attachment A:

(A)  Conduct an EPA Method 21 inspection or meagai@s of all roof
openings on a semiannual basis and each time tkagaemptied
and degassed.

(B) Perform complete gap measurements of the riah Sgstem on a
semiannual basis and each time the tank is ematidadiegassed.

Domed External Floating Roof Tanks and Intefahting Roof Tanks
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To demonstrate compliance with paragraph (d)(2) (@), the operator
shall have a certified person conduct the followimgccordance with the
procedures and guidelines specified in Attachment A

(A)  Visually inspect the rim seal system and ropé&wings and use an
explosimeter to measure the lower explosive linhiEL) on a
semiannual basis.

(B) Perform complete gap measurements of the riah Sgstem each
time the tank is emptied and degassed but no hessdnce every
ten years.

(C) Perform complete gap measurements of all rqu#nongs each
time the tank is emptied and degassed but no hessdnce every
ten years.

3) Fixed Roof Tanks

(A)  No later than 180 days after the effective daftéhe requirements,
the operator of a facility who elects to install @mission control
system to comply with the requirements in claug&jdA)(i) shall
conduct an initial performance testing to determihe overall
efficiency of the emission control system and subencomplete
test report to the Executive Officer. The perfoncetesting of the
emission control system shall be repeated whenststem is
modified or an operating parameter is changed maaner that
affects the capture or control efficiency. In suchse, the
performance test shall be conducted and the tpsttreubmitted
to the Executive Officer within 180 days after tmedification.
Subsequent to the initial performance test, theraipe shall
conduct annual performance tests, and shall momitakr record
applicable operating parameters on a weekly basensure that
the emission control system is achieving 95% oVecahtrol
efficiency.

(B) To demonstrate compliance with clause (d)(40QA)(d)(4)(A)(iii)
and (d)(4)(A)(v), the operator shall have a caatifperson conduct
EPA Method 21 measurements on a quarterly basis.

(C)  To demonstrate compliance with clause (d)(4){A,) the operator
shall keep engineering data sheet for pressuredvacuents
installed after January 1, 2002.
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(9)

(h)

Maintenance Requirements

The operator shall repair, or replace any pipirayes, vents, seals, gaskets, or
covers of roof openings that are found to havedalgfer visible gaps, or are not
vapor tight, and do not meet all the requiremeritshs rule before filling or
refilling an emptied and degassed storage tankwithin 72 hours after any
operator inspection specified in subdivision (f).

Record Keeping and Reporting Requirements

(1)

(2)

)

(4)

(5)

(6)

During the inspections specified subdivision (fe toperator shall keep
records of all findings, including but not limitéd the readings measured
according to EPA Reference Test Method 21.

The operator shall record all inspections of prynaecondary seals, and
roof openings on compliance inspection report formpproved by the
Executive Officer as described in Attachment A.

The operator shall submit all inspection repaahd documents to the
Executive Officer semiannually within five workirtays of completion of
the inspections specified in paragraph (f)(1) a@) and within thirty
working days of completion of two consecutive qedyt inspections
specified in paragraph (f)(3).

If the operator determines that a tank is wlation of the requirements of
this rule during the inspections specified subdiwvigf), the operator shall
submit a written report to the Executive Officertivim 120 hours of the
determination of non-compliance, indicating correetactions taken to
achieve compliance.

The operator who elects to install or modifyeamission control system to
comply with the requirement in clause (d)(4)(AXhall conduct an initial
performance test as described in clause (f)(3){#) submit a complete
test report to the Executive Officer no later thB80 days after the
effective date of the requirement for new instalat or 180 days after the
modification. Subsequent annual performance tedttest report shall be
submitted annually within 60 days after the endaxfh emission inventory
year.

The operator shall keep all monitoring, inspectimajntenance, and repair
records at the facility for a period of five yearsd shall make the records
available to the Executive Officer upon request.
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(i)

Test Methods and Procedures

The following test methods and procedures shalldesl to determine compliance

with this rule. Alternative test methods may bedif they are determined to be

equivalent and approved in writing by the Execui®#icer, the California Air
Resources Board, and the U.S. Environmental Protegigency.

(1)

(2)

)

(4)

(5)

Measurements of gaseous volatile organic comgboleaks shall be
conducted according to EPA Reference Method 21guam appropriate
analyzer calibrated with methane.

Organic liquids that are stored at ambient terajures with a true vapor
pressure of greater than 5 mm Hg (0.1 psi) absalntker actual storage
conditions shall be determined as those with anhflasint of less than
100°F as determined by ASTM Method D-93.

Organic liquids that are stored at above antliemperatures with a true
vapor pressure greater than 5 mm Hg (0.1 psi) atesalnder actual
storage conditions shall be determined as thosesevivolume percent
evaporated is greater than ten percent at an adjusmperature A as
determined by ASTM Method D-86 of:

Tadj = 300°F + T;- Ta

Where:

T, = Liquid Storage Temperaturdj
Ta= Ambient TemperaturéR) = 70°F

Organic liquids with a true vapor pressure r@ager than or equal to 3 psia
shall be determined by ASTM Method D-323 for Resgher pressure and
converted to true vapor pressure using applicateagraphs in EPA AP-
42 or District and EPA approved nomographs. Theiahcstorage
temperature used for determining true vapor presshall be 70 degrees
Fahrenheit for organic liquids that are storedmabiant temperatures, and
actual storage temperature for organic liquids & stored at above
ambient temperatures.

Control efficiency of an emission control systeon a mass emissions
basis, and the VOC concentrations in the exhausesgashall be
determined by U.S. EPA Test Methods 25, 25A; Distilethod 25.1 -
Determination of Total Gaseous Non-Methane Orgdamgissions as
Carbon; or District Method 25.3 — Determinationlaiw Concentration
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1),

(6)

(7)

(8)

Non-Methane Non-Ethane Organic Compound Emissioom fClean

Fueled Combustion Sources, as applicable.

When more than one test method or set of tetshoals are specified for

any testing, the application of these methods tspecific set of test

conditions is subject to approval by the Executdfécer. In addition, a

violation of any requirement of this rule estabdéidhby any one of the

specified test methods or set of test methods sbaltitute a violation of
the rule.

The sampling, analysis, and reporting shalcbeducted by a laboratory

that has been approved under the District Laboradmproval Program

(LAP) for the cited District reference test methodbere LAP approval is

available. For District reference test methodswbich no LAP program

is available, the LAP approval requirement shakkdmee effective one
year after the date that the LAP program becomesladke for that

District reference test method.

Tests to determine emission factors for anrraéiteve control device for

rim seal or deck opening shall accurately simutateditions under which

the device will operate, such as wind, temperataegd barometric
pressure. Test methods that can be used to pettf@testing required in
this paragraph include, but are not limited to, thkowing methods,
which shall be performed by a laboratory certifigdAmerican Petroleum

Institute (API):

(A) APl Manual of Petroleum Measurement Standaf@isapter 19,
Section 3, Part A, Wind Tunnel Test Method for fheasurement
of Deck-Fitting Loss Factors for External FloatiRgof Tanks;

(B) API Manual of Petroleum Measurement Standaftisapter 19,
Section 3, Part B, Air Concentration Test Method fhe
Measurement of Rim Seal Loss Factors for FloatingfR anks.

(C)  API Manual of Petroleum Measurement Standa@isapter 19,
Section 3, Part E; Weight Loss Test Method for Measurement
of Deck-Fitting Loss Factors for Internal FloatiRgof Tanks.

Exemptions

(1)

The provisions of this rule shall not apply goessurized storage tanks
designed to operate in excess of 15 pounds peresgueh gauge (psig)
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(2)

)

(4)

(5)

(6)

(7)

without any emissions to the atmosphere except ruredeergency
conditions.

Domed external floating roof tanks installetcbpto January 1, 2002 shall
be exempt from the requirements of subparagrafB)(@) and (d)(2)(E)
for secondary seals.

Any facility with a facility emission cap equ&b or less than 40,000
pounds (20 tons) per year of VOC shall be exengrhfthe requirements
of this rule.

Portable Baker tanks containing organic liquidaving true vapor
pressures from 0.1 psia to 0.5 psia equipped wattiban canisters to
reduce the emissions from the storage tanks tothess 500 ppm outlet
concentration shall be exempt from the performaaséng requirements
specified in clause (d)(4)(A)(i) and subparagraf(B8)(A) provided that
the operator conducts EPA Reference Method 21 measmt weekly to
ensure that the system achieves the emission sthafia00 ppm.

External floating roof tanks having permit carahs that limit the true
vapor pressure of the organic liquids stored inttnks to lower than 3
psia shall be exempt from the requirements of pag(d)(2).

External floating roof tanks subject to claydi1)(A)(i) shall be exempt
from this requirement until the next time the tamlemptied and degassed,
provided that the operator has demonstrated tos#tsfaction of the
Executive Officer that in order to properly bolhet covers for access
hatches and gauge float wells must be welded. oferator shall use
equivalent means, such as clamping, to secure ékers during the
interim period.

External floating roof tanks permitted to ant more than 97% by
volume crude oil shall be exempt from the domingureements of
paragraph (d)(2)(A) and (d)(2)(B) but shall complith other remaining
applicable requirements of this rule.
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ATTACHMENT A

INSPECTION PROCEDURES AND COMPLIANCE REPORT FORMS

Equipment Needed:

Organic Vapor Analyzer (OVA) calibrated with metlean accordance with EPA
Test Method 21, explosimeter calibrated with meghé@or internal floating roof
tanks), liquid resistant measuring tape or deviaek probe (to measure gaps in
tank seals - 1/8 inch, 1/2 inch, 1-1/2 inch), flagit.

Inspection Procedures

1.

The findings of all tank self-inspections, whestlcompleted or not, shall be
recorded on the Rule 1178 Compliance Report fomasagoibed by the Executive
Officer and submitted to the District's Refineryct@n in accordance with the
rule's requirements. If an inspection is stoppefbie completion, indicate the
reason for this action in the Comments sectiomefdompliance report form.
During the compliance inspection, the person@jducting the inspection must
have a copy of the Permit to Operate or Permitdaastuct pertinent to the tank
being inspected. Any discrepancies between theip&guipment description
and the existing tank or the permit conditions Hr&lactual operating conditions
of the tank as verified during inspection must keorded in the Comments
section of the compliance report form.

Inspect the ground level periphery of each fanlpossible leaks in the tank shell.

Complete the tank information section (D) on thgoré

For external floating roof tanks:

o] From the platform, conduct an overall visual exdpn of the roof and
check for obvious permit or rule violations. Retdhe information as
shown under section F of the compliance report form

0 During visual inspection of the roof, check farsealed roof legs, open
hatches, open emergency roof drains or vacuum éreand record the
findings on the report accordingly. Indicate preseof any tears in the
fabric of both seals.

o] Conduct an inspection of the roof fittings forpwea tight condition and
record any leaks above 500 ppm in the fugitive sioms tank report OR
conduct an inspection of the roof fittings using 8" probes.
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Conduct an inspection of the entire secondaryussag the 1/8" and 1/2"

probes. Record the gap data in section F(4) ofdpert.

Conduct an inspection of the entire primary sesahg the 1/8", 1/2", and

1-1/2" probes. Inspect the primary seal by holdiagk the secondary
seal. Record the gap data in section F(5) ofapert.

Record all cumulative gaps between 1/8 inch a@dirich; between 1/2

inch and 1-1/2 inch; and in excess of 1-1/2 incli@spoth primary and

secondary seals in section G of the report. Sewgnseal gaps greater
than 1/2 inch should be measured for length andhwighd recorded in

Comments under section (J) of the report.

5. For internal floating roof and domed tanks:

(0]

Using an explosimeter, measure the concentratfothe vapor space
above the internal floating roof in terms of loweplosive limit (LEL),
and record the reading in section (E) of the report

Conduct a visual inspection of the roof openiagd the secondary seal, if
applicable, and record findings on the report .

Conduct gap measurements of the rim seal systennoaf openings each
time the tank is emptied and degassed but no hess édnce every ten

years.

6. For fixed roof tanks:

(0]

Conduct an inspection of the pressure relief egl\piping, valves and
fittings located on the roof for vapor tight comoiit and record any
readings in excess of 500 ppm in the fugitive eloimsstank report.

7. Complete all necessary calculations and recbrob@uired data accordingly on
the report.
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SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT
RULE 1178 COMPLIANCE REPORT

*PLEASE COMPLETE FORM LEGIBLY IN BLACK INK**

Tank No. SCAQMD Permit No. Inspection Date Time

Is This a Follow-up Inspection? NoO Yes O If yes, Date of Previous Inspection

A. COMPANY INFORMATION:

Company Name

Location Address City Zip
Mailing Address City Zip
Contact Person Title

Phone

B. INSPECTION CONDUCTED BY:

Name Title
Company Name Phone
Mailing Address City Zip

C. TANK INFORMATION:

Capacity (bbls) Installation Tank ()  Tank Height
Date Diameter
Product Type Product RVP
Type of Tank:  Riveted O Welded 0O Other O (describe)
Color of Shell Color of Roof
Roof Type: Pontoon O Double Deck O Other(describe)
External floating roof O Internal floating roof or domed tankd
D. GROUND LEVEL INSPECTION:
1) Product Temperature °F 2) Product level (ft)

3) List type and location of leaks found in tatmiek

4) List any discrepancies between the existingmment and the equipment description on the Permit.

5) Istank in compliance with Permit conditions? o NO Yes 0O If no, explain
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)

2)
3)
4)

5)

6)

INTERNAL FLOATING ROOF OR DOMED TANK: Page 20of4
1) Check vapor space between floating roof aneldficoof with explosimeter. % LEL

2) Conduct visual inspection of roofs and secopdeals, if applicable.

3) Are all roof openings No O Yes O If no, explain in Comments section (J) and prodeeuiart
covered? (H)(6).

EXTERNAL FLOATING ROOF TANK (or DOMED TANK AND
INTERNAL FLOATING ROOF TANK when needed)

On the diagram (below) indicate the locationthef ladder, roof drain(s), anti-rotation devicef@atform, gauge well, and vents or
other appurtenancefote information in relation to North (to the toptbe worksheet)

Describe any uncovered openings found on thieimdhe Comments section (J). (Refer to Rule 453((F)):
Identify any tears in the seal fabric. Descabe indicate on diagram (below):
Secondary Seal Inspection

a) Type of Secondary Seal:

b) Does 1/2” probe drop past seal? Nb Yes O if yes, measure length(s) and show on diagram
c) Does 1/8” probe drop past seal? Nb Yes O if yes, measure length(s) and show on diagram.
d) Record dimensions of gap for gaps > 1/8” >1/2"

NOTE: Record the actual width and cumulative lergftgaps in feet and inches.
(Do not include gaps > 1/2" in 1/8” measurements)

Primary Seal Inspection

a) Type of Primary Seal: O Shoe; O Tube; O Other

b) (shoe seal) does 1-1/2" probe drop past seal? o N Yes 0O; if yes, measure length(s) and show on
diagram.

c) (shoe seal) does 1/2" probe drop past seal? No Yes 0O; if yes, measure length(s) and show on
diagram.

d) (tube seal) does 1/2" probe drop past seal? Mo Yes O if yes, measure length(s) and show on
diagram.

e) (all seal types) does 1/8” probe drop pastseal No O Yes O if yes, measure (length(s) and show on
diagram.

f) Record dimensions of gaps for gaps >1/8” *1/2

>1-1/2" NOTE: Record the actual width and cumulative leraftbaps in feet and inches.

(Do not include gaps > 1/2" in 1/8” measurementsgaps > 1-1/2" in 1/2” measurements)
Deck Fitting Inspection

(circle one) does 1/8” probe drop past gasket segass Method 21?  Ndd Yes O if yes, identify

NOTE: Show defects using symbols. Show seal gagdemgths.

N LEGEND:
Equipment
Antirotational device
Gauge well
T Leg stand
Roof drain
* Emergency roof drain
o Vacuum breaker
Vent
Platform & ladder
Defects
Leg top
+ Leg pin
Open hatch
W Torn seal
1178-23 [-P-| Primary seal gap
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Tank No. SCAQMD Permit No. Page 3 of 4

IF INTERNAL FLOATING ROOF OR DOMED TANK, PROCEED TO PART H(6) WHEN APPROPRIATE:
G. CALCULATIONS - complete all applicable portions of the following:
Record dimensions of indicated gaps [from F(4)fg5)(b), and F(5)(f)]. Record in feet and inches.

Gaps in primary seal between 1/8 and 1/2 inch:

Gaps in primary seal between 1/2 and 1-1/2 inch:

Gaps in primary seal greater than 1-1/2 inches:

Gaps in secondary seal between 1/8 and 1/2 inch:

Gaps in secondary seal greater than 1/2 inch:

Multiply diameter (ft) of tank to determine apprige gap

limits:
5% circumference = diameter X 0.157 = 60% cirdiam. X 1.88 =
10% circumference = diameter X 0.314 = 90% eirdiam. X 2.83 =
30% circumference = diameter X 0.942 = 95% cirdiam. X 2.98 =
H. DETERMINE COMPLIANCE STATUSOF TANK:
1) Were any openings found on the roof? No O Yes O
2) Were any tears in the seals found: No O Yes O
3) Is the product level lower than the level atahtthe roof would be floating? N&d Yes O

4) Secondary Seal:
Did 1/2" probe drop between shell and seal? Mo YesO
Did cumulative 1/8” - 1/2” gap exceed 95% cirdarence length? N&d Yes O
5) Primary Seal

Shoe Did 1-1/2" probe drop between shell and?seal No O Yes O
Did cumulative 1/2" - 1-1/2" gap exceed 30% uirtference length,
and
Did cumulative 1/8 - 1/2” gap exceed 60% circarafice length? N&d Yes O

Did any single continuoul’8” - 1-1/2" gap exceed 10% circ. length? b Yes O

Tube Did 1/2" probe drop between shell and seal o m Yes O

Did cumulative 1/8” - 1/2” gap exceed 95% cirdarence length? N&d Yes O

6) Internal floating roof (installed before 6/1)&#d LEL exceed 50% Ndd Yes O
(installed after 6/1/84) or domed tank did LElcesd 30%? Ndd Yes O

7) Does tank have permit conditions? No O Yes O
Does tank comply with these conditions? Kb Yes O

l. IF INSPECTION WASTERMINATED PRIOR TO COMPLETION FOR ANY REASON, PLEASE EXPLAIN:
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J. COMMENTS: Page 4 of 4
Use this section to complete answers to abovalliséens and to describe repairs made to the tackyde date and time repairs
were made.

K. I (We) certify the foregoing information to be correct and complete to the best of my(our) knowledge.

Inspection completed by: Date:

(signature) (Certification ID #)
Compliance status by: Date:
(signature) (Certification ID #)
Company Representative: Date:
(signature) (Certification ID #)
SEND COMPLETED REPORT (both sheets) TO: SOUTH COAST @IRALITY MANAGEMENT DISTRICT
21865 E. Copley Drive
Diamond Bar, CA. 91765 FAX: (909)396 -3341
Attn: Rule 1178 Supervising Inspector
FOR SCAQMD USE ONLY: Date received
Reviewed by: Date reviewed
(signature) (Certification ID #)
Tank Status: [ ]in compliance [ ]1in violatioRple(s)
Comments
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/ South Coast Air Quality
‘ b Management District
N 21865 East Copley Drive

Diamond Bar, CA 91765
L (909) 396-2000

RULE 1178 FUGITIVE EMISSIONS TANK REPORT

Company Information

Company Name

Address

Contact/Phone Number

SCAQMD ID # Report Date

Tank ID | Type Fitting Date Leak Rate | Typeof Repair | Date | Post Repair
Leak Rate
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